HOTA DE BUCĂTĂRIE cu DOUA MOTOARE 

XCH-450S 
CH-400 
CH-400-BRW 
CH-400BK 




Alimentare: 220-240V, 50Hz 
Iluminare: 2x40W 
Putere motor 2xl00W 



Atenţionare: daca acest produs a ajuns la dumneavoastră deteriorat va rugam sa-l returnati pentru 
înlocuire sau remediere. 

NU INSTALAŢI PRODUSUL DACA PREZINTĂ URME DE DETERIORARE! 

Copiii trebuie supravegheaţi pentru a nu se juca cu aparatul ! 
Destinat pentru uzul casnic. 

Instalarea trebuie efectuata de un electrician calificat. 

Exista pericol de incendiu daca curăţarea nu este efectuata conform instrucţiunilor. 

Gasiti detaliile referitoare la metoda si frecventa operaţiunilor de curăţare, la secţiunea "INSTALARE SI 
MENTENANTA". 

Nu trageţi de cablul de alimentare cand doriţi sa deconectaţi de la priza. Apucaţi stecherul si trageţi 
uşor. 

înainte de curăţare, asigurati-va ca aparatul este scos din priza. 

INSTALARE SI MENTENANTA 

1. INSTALARE 
Metoda A 

1. Pentru efecte optime, hota trebuie aşezata la o distanta de 65-75 cm fata de suprafaţa unde 
se găteşte; 

2. Pentru a efectua instalarea in perete, faceţi 4 găuri cu diametrul de 8 mm in locul cel mai 
convenabil tinand cont, in acelaşi timp, de distanta de la centrul găurii din spatele hotei; 

3. Inseraţi diblurile in găurile efectuate; 

4. Inseraţi şuruburile in dibluri si fixaţi bine; 

5. Aşezaţi hota in şuruburile fixate; 

6. Apoi folosiţi accesoriile incluse pentru a inchide şuruburile in cele doua găuri din interiorul 
hotei pentru a fixa hota in perete; 

7. Puneţi valva "one way" pe hota . 




Metoda B 

1) Faceţi 4 găuri cu diametrul de 6mm in partea de jos a zonei unde doriţi sa fie fixata 
hota; 

2) Puneţi valva "one way" pe hota, apoi instalaţi hota de partea inferioara a zonei de fixare 
si fixaţi bine cu ajutorul celor 6 şuruburi incluse; 

3) Instalaţi placa ajustabila in spatele hotei pentru a nu exista spatii intre hota si suprafaţa 
de fixare. 



Nota: Sunt disponibile doua moduri de ventilare: ventilare orizontala si ventilare verticala. 



Va rugam sa acordaţi atenţie metodei dorite de ventilare inainte de a alege metoda de instalare. 

Ventilare orizontala: Conform pozei 4A, va rugam sa folosiţi capacul pentru a acoperi ieşirea din partea 
superioara si astfel aerul poate fi ventilat prin spatele hotei. 

Ventilare verticala: Conform pozei 4B, va rugam sa folosiţi capacul pentru a acoperi ieşirea din spatele 
hotei si astfel aerul poate fi ventilat prin partea superioara. 




Setare ventilare 

Ventilarea exterioara (outdoor ventilation) : Aduceţi dispozitivul de ajustare in poziţia de ventilare din 
afara (outdoor ventilation) (poza A), instalaţi dispozitivul de evacuare, porniţi hota si aerul va fi ventilat 
din exterior. 

Ventilare interioara (indoor ventilation): aduceţi dispozitivul de ajustare in poziţia de ventilare 
interioara (indoor ventilation) (poza B), instalaţi capacul de evacuare, porniţi hota iar aerul va fi ventilat 
din interior. 




Operare: 

1. Poziţia "0" - hota va fi oprita 

2. Butoanele "low", "middle" and "high" vor acţiona motorul sa functionze la viteza mica, 
medie si, respectiv, mare 

3. Daca apăsaţi o data butonul "light", lumina se va aprinde. Pentru a stinge lumina, mai 
apăsaţi o data. 
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MENTENANTA 

Schimbarea si curăţarea filtrului - figura de mai jos . 




1. Puneţi filtrul in apa la temperatura 40-50°C, impreuna cu puţin detergent si lasati pentru 2-3 minute. 
Apoi curăţaţi, folosind o perie moale pentru a nu deteriora suprafaţa filtrului. 

2. Filtrul poate fi spălat la maşina de spălat vase. Introduceţi in maşina de spălat vase impreuna cu 
detergent si spălaţi la 60 °C. 

Filtrele sunt metalice: nu folosiţi detergent cu proprietăţi corozive . 
Atenţie: Deconectaţi de la priza inainte de curăţare. 

Schimbarea becurilor 




* înainte de a schimba becurile, asigurati-va ca produsul este scos din priza. 

* Deschideţi filtrul conform imaginii de mai sus. 

* Schimbaţi becul max 40W E14. 



* Aduceţi filtrul la poziţia originala. 

AC 220-240V /50Hz 
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AC 220-240V 
40WX2 



ELIMINAREA DEŞEURILOR IN MOD RESPONSABIL FATA DE MEDIU 



Poti ajuta la protejarea mediului! 

Va rugam sa respectaţi regulamentele si legile locale: duceţi echipamentele electrice 
nefunctionale către un centru de colectare al echipamentelor electrice uzate. 

Importator: Asesoft Distribution 

Europolis Logistic Park, Italia Street, 1-7, Chaijna, Ilfov, România 
Tel: +4021 256 00 86, www.heinner.ro, www.asesoftdistribution.ro 




COOKER HOOD with TWO MOTORS 
XCH-450S 
CH-400 
CH-400-BRW 
CH-400BK 



Voltage: 220-240V, 50Hz 

lllumination: 2x40W 
Motor power: 2xl00W 



If this product has arrived damaged please return for change or repair. 
DO NOT INSTALLTHIS APPILANCE IF YOU FOUND IT DANAGED. 

Children should be supervised to ensure that they do not play with the appliance. 
This appliance is designed for domestic use only. 

Any installation work must be carried out by a qualified electrician or competent person 
There is a fire risk if cleaning is not carried out in accordance with the instructions. 
Details concerning the method and frequency of cleaning are stated in the section 
"INSTALLATION AND MAINTENANCE". 

Do not puii on the connection cord, but rather on the plug, to separate the appliance from the mains 
When cleaning appliance, it must be off power first. 



INSTALLATION AND MAINTENANCE 

Installation 

Method A 

1. The cooker hoods should be placed at a distance of 65-75cm from the cooking surface 
for best effect. 

2. To install onto the wall, drill 4 holes of 8mm on a suitable place according with the 
center distance of hole in the back of the cooker hood. 

3. Insert the nut into the holes. 

4. Insert the screws into the nuts and tight 

5. Put up the cooker hood onto the fixed screws 

6. Then use the attached accessories enclosed to turn the screws into the two holes of 
inside the hood, and then fix the screws to tighten the hood onto the wall. 

7. Put the one way valve onto the cooker hood 





Method B 

1) Drill 4 holes of 6mm at the bottom of the hanging Cup board. 

2) Put the one way valve on the cooker hood, then install the cooker hood on the bottom of the 
cupboard, tighten the hood with enclosed 6 screws. 

3) Install the adjusted board on the bottom of the hood in order to keep out the gap between hood back 
and cupboard. 



Notice 



There are 2 methods for ventilation, including 'horizontal ventilation' and 'vertical ventilation'. Please 
pay attention to the ventilation method when installation. 

Horizontal ventilation: As pic. 4A shown, please use the cover to seal the outlet on the top, then the air 
can be vented from back. 

Vertical ventilation: As pic 4B shown, please use the cover to seal the outlet on the back, then the air 
can be vented from top. 




Air ventilation setting 

Outdoor air ventilation: Turn the adjuster to outdoor position (pic.5A), install the outlet, turn on the 
cooker hood, then the air will be vented from the outside outlet. 

Indoor air ventilation: Turn the adjuster to indoor position (pic.5B), install the outlet cover, turn on the 
cooker hood, then the air can be vented from the inside outlet 




Operation: 

The switch is operated as below (see pic. 6): 

1. Press "0", the motor will be off. 

2. Press the button to "low", "middle" and "high", the motor will be turned on at " low", 
"middle" and " high" speed respectively. 

3. Press "light", the light will be on. Press it again, the light will be off. 
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Maintenance 

Changing and cleaning the filter. 

The methods are as below (pic7): 




1. Put the filter into the water of 40-50°C, put some detergent in, and leave it for 2-3 minutes. Then use 
the soft brush to clean it with proper strength, in order not to damage the filter. 

2. The filter can be cleaned by dish washer. Put the filter into the dish washer and put some detergent 
in, then turn the temperature to 60°C. 

AII the filters are made of metal. Please do not use any corrosive detergent when cleaning. 
Notice: Please unplug before cleaning. 



Changing the light 




*Before changing the lights, make sure that the appliance is plugged off. 
*Open the filter, see beside picture. 



*Change the Max. 40W E14 olive-shaped bulb. 
*Replace the filter to the original position. 



AC 220-240V /50Hz 



I 



MOTOR 



High specd 



Vtid speecl 




O 
O 



AC 220-240V 
40WX2 



Environment friendly disposal 

You can help protect the environment! Please remember to respect the local regulations: hand in 
the non-working electrical equipment's to an appropriate waste disposal center. 

Importer: Asesoft Distribution 

Europolis Logistic Park, Italia Street, 1-7, Chaijna, Ilfov, România 




Tel: +4021 256 00 86, www.heinner.com , www.asesoftdistribution.ro 



KYXHEHCKM A5C0PEAT0P c ABA MOTOPA 

XCH-450S 
CH-400 
CH-400-BRW 
CH-400BK 




3axpaHBaHe: 220-240V, 50Hz 
OcBeT/ieHne: 2x40W 
Molu,hoct Mcrrop: 2xl00W 



BHMiviaHMe: Ako to3m npoflyKT e npucTurHa/i npn Bac noBpefleH, mo/ia p,a ro Bi>pHeTe 3a n 0,0, /via Ha m/im 
nonpaBKa. 

HE MOHTMPAMTE nPOflYKTA AKO AABA nPM3HAI4M 3A nOBPEAA! 

fleL^aTa Tpa6Ba p,a 6-bp,aT Ha 6/1 10,0,3 Ba hm 3a p,a He cm nrpaaT c anapTa! 
npeAHa3HaneH 3a flo/viaiuHa yncn-pe6a. 

MoHTawa Tpa6Ba p,a 6~bp,e HanpaBeH ot ayTopn3npaH KBa/ii/i(()i/ii4i/ipaH e/ieKTpoTexHkiK. 

M/v\a onacHOCT ot nowap aKO nonucTBaHeTO Ha anapaTa He ce M3B-bpiuBa cnopefl MHCTpyKi4MMTe. 

MHCTpyKi4MMTe 3a /vieTOfla m necTOTaTa Ha nonucTBaHe ce Ha/viupaT b pa3p,en „MOHTA>K M 
nOAAP"b>KKA". 

He A^pnaMTe 3axpaHBaiu,MflT Ka6e/i KoraTO MCKaTe p,a M3K/iK>Hi/iTe anapaTa. XBaHeTe w,eKepa n ro 
M3fl-bpnaMTe neno. 

npeflu noHMCTBaHe ce noACurypeTe, ne anapaTa e i/i3K/iiOHeH ot KOHTaKTa. 

MOHTA>K M nOAAP"b>KKA 

1. MOHTANK 
MeTOA A 

1) 3a onTM/v\a/iHM pe3y/iTa™, acnuparapa Tpa6Ba p,a 6"b,o,e nocTaBeH Ha onTMMa/iHO pa3CTOAHne ot 
65-75 cm. cnpa/vio n/iocKOCira 3a roTBeHe; 

2) 3a ocbuj,ecTBflBaHeTO Ha MOHTawa na CTeHaTa, HanpaBeTe neTupn flynKM c py\aN\erbp 8 mm. Ha 
HaM-noflxoflfliu,OTO macto hqto b c-biu,OTO BpeMe MMaTe npeflBMfl pa3CTOflHneTO ot i4eHTbpa Ha 
AynKaTa ot 3a,n,HaTa CTpaHa Ha acnuparapa; 

3) nocTaBeTe ,o,K>6e/ii/iTe b HanpaBeHi/rre AynKn; 

4) nocTaBeTe BMHTOBeTe b flio6e/iMTe v\ <t)HKCnpaMTe flo6pe; 

5) nocTaBeTe acnupaTopa bi>b <t)i/iKCi/ipaHMTe BMHTOBe; 

6) noc/ie M3no/i3BaMTe BK/iioneHUTe aKcecoapn 3a p,a 3aBneTe BMHTOBeTe b flBeTe flynKM ot 
B-bTpeiuHaTa CTpaHa Ha acnuparapa, 3a p,a (jwKCwpaTe acnuparapa 3a CTeHaTa. 

7) GnoweTe K/ianaTa "one way" Ha acnupaTopa. 




MeTOA B 

1) HanpaBeTe 4 AynKM c flna/v\eT"bp 6/v\/v\ b Ronnaia nacT Ha 30HaTa K"b,o,eTO we/iaeTe p,a 
MOHTupaTe acnupaTopa; 

2) nocTaeeTe K/ianaTa "one way" Ha acnupaTopa v\ noc/ie /viOHTupaMTe acnupaTopa ot 
B"bTpeiuHaTa CTpaHa Ha mactoto 3a ctwKCwpaHe v\ 3aKpeneTe flo6pe c no/v\oiu,Ta Ha ujecrre 

BK/llOHeHM BMHTa; 

3) MoHTupaMTe pery/inpye/viaTa n/iona Ha 3a,o,HaTa CTpaHa Ha acnupaTopa, 3a ţ\a Hfl/v\a 
npocTpaHCTBO MewAy acnupaTopa v\ noB"bpxHOCTTa 3a MOHTaw. 



EesiemKa: B"b3/v\o>KHM ca flBa BMfla BeHTM/iaLţkifl: BepTMKa/iHa BeHTM/iai4Mfl v\ xopn30HTa/iHa BeHTM/iai4Mfl. 

Mo/ia, o6i>pHeTe BHM/v\aHne Ha we/iamia /vieTOfl Ha BeHTM/iaLţMfi, npeAM M36opa Ha MeTOA 3a 
MHCTa/iupaHe. 

Xopki30HTa/iHa Bemwiautifl: Mo/ifi, M3no/i3BaMTe KanaKa, 3a p,a noKpeTe OTBopa ot ropHaTa CTpaHa, 
TaKa ne Bi>3Ayxa p,a /viowe p,a 6~bp,e BeHTM/iupaH ot 3aflHaTa CTpaHa Ha acnupaTopa, TaKa KaTO e 
noKa3aHO Ha CHMMKa 4A. 

BepTMKa/iHa BeHTM/iauMfl: Mo/ia, M3no/i3BatÎTe KanaKa, 3a p,a noKpneTe OTBopa ot 3aflHaTa CTpaHa Ha 
acnupaTopa. no to3m HanuH B"b3flyxa w,e 6"bfle BeHTM/iupaH ot ropHaTa CTpaHa Ha acnupaTopa, TaKa 
K3KTO e noKa3aHO Ha CHwviKa 4B. 



HarrpoMKa Ha BemwiauiiflTa 



BtHiuHa BeHTM/iauMfl (outdoor ventilation) : npe/v\ecTeTe ycTpoMCTBOTO 3a HacrpotÎKa b no/io>KeHMe 3a 
B"bHi±iHa HacTpotÎKa (outdoor ventilation) (cHM/v\Ka5A), MOHTupatiTe ycTpoMCTBOTO 3a OTBewflaHe Ha 
B"b3flyxa, BK/iioneTe a6cop6aTopa, TaKa B"b3flyxa w,e 6"b,o,e BeHTM/iupaH HaBTaH. 

BtTpeiuHa BeHTM/iauMfl (indoor ventilation): ripe/viecTeTe ycrpotîcTBOTO 3a HacrpoMKa b no/ioweHwe 3a 
B"bTpeiuHa BeHTM/iai4Mfl (indoor ventilation) (cHMMKa 5B), MOHTkipakrre OTBe>KAaiu,MflT KanaK, nycHeTe 
a6cop6aTopa, TaKa B"b3Ayxa w,e 6"bfle BeHTM/iupaH ot B"bTpe. 




Pa6oTa: 

1) no/ioweHwe "0" - acnupaTopa w,e 6"bfle cnpaH 

2) ByTOHM "low", "middle" and "high" HaTpoMBaT MOTopa p,a pa6o™ Ha HncKa, cpeflHa v\ BucoKa 

CKOpOCT. 

3) Ako HaTMCHeTe Be,o,H"b>K 6yTOHa "light", namnwie w,e CBeTHaT, 3a fla rn cnpeTe HaTMCHeTe ow,e 

BeflH"b>K. 
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noAAPtWKA 

CMflHa m noHMCTBaHe Ha cj>ki/vrbpa - bm>k KapTkiHKaTa no-flo/iy. 




1. OiconeTe 4)M/iTbpa btjB 3arpfrra BOfla p,o 40-50°C, 3aeflHO c /v\a/iKO npenapaT m ocTaBeTe 3a 2-3 
MMHyTM. noc/ie noHMCTeTe M3no/i3BaMKM /vieKa neTKa, 3a p,a ne HapyiuMTe noB-bpxHoara Ha ((w/irbpa. 

2. Oi/mrbpa /v\o>Ke p,a 6~bp,e mmt b Mi/ia/iHa Mami/ma. nocTaBeTe ro b Mna/iHaTa Mami/ma 3ae,o,HO c 
npenapaT 3a N\v\eue v\ HacTOMTe Mkia/iHaTa Ha 60 °C. 

tDnyiTpnTe ca MeTa/iHti: He M3no/i3BaMTe npenapa™ c kopcbmohho fleăcTBkie. 
BHMwiaHne: M3K/iK)HeTe acnuparapa ot KOHTaKTa npeflu nonucTBaHeTO /v\y. 



CMflHa Ha KpyiiiKMTe 




* Mo/ifi, npeflu fla c/vieHMTe KpyiuKMTe ce noflcurypeTe, ne acnupaTopa e M3K/iKDHeH ot KOHTaKTa. 

* OTBopeTe c()M/iTbpa, Ta«a k3kto e noKa3aHO no-rope. 

* C/vieHeTe KpyiuKaTa max40W E14. 

* nocTaBeTe c()M/iTbpa Ha Macro. 
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40WX2 



M3XB"bP/lflHETO HA OTnAfl"bU,MTE nO OTTOBOPEH HAHMH K"bM OKO/1HATA CPEflA 




Mo>KeTe fl,a nowtorHeTe 3a ona3BaHe Ha OKO/iHaTa cpe/ţa! 

Mo/imm Bm fl,a cna3BaTe wiecTHMTe 3aKOHM m npaBM/ia: 3aHeceTe HedpyHKL^noHupaiu.MTe 
e/ieKTpuHecKM ypefli-i b nyHKTOBeTe 3a cb6npaHe Ha ornant) 1414 ot e/ieKTpuHecKO o6opy£i,BaHe. 



www.heinner.com 



